
LOG AND LUMBER HANDLING EQUIPMENT 

TURNTABLE 

MELLOTT MFG. CO., INC. 
13156 Long Lane 

Mercersburg, PA  17236 
Phone: (717) 369-3125  Fax: (717) 369-2800 

www.mellottmfg.com 

SPECIFICATIONS: 
 
Turntable Diameter………..….……12 ft, 10 ft. or 8 ft. 
 
Height…………………………...….... 33” Std., 28” Min. 
 
RPM…………………………… ………………….…….1.5 
 
Drive:  Electric Motor………………....1 HP 1800 RPM 
              Reducer…………………….……...………144:1 
 
Shaft…………………...……….……2-15/16” Diameter 
 
 
 
Options: 
 
Adjustable Base  (Horizontal Movement) 
Adjustment………………….………………………….24” 

  SOLD BY: 

            The Mellott Turntable can be placed 
at the end of live rolls or belted section to re-
ceive lumber that has been gang sawn.  The 
lumber is then pulled from the turntable for 
secondary operations or stacking.  These 
turntables can be used in mills where pallet 
lumber is being cut and provide an economi-
cal method of collecting gang sawn material. 
 
            An optional adjustable base is avail-
able.  This base is adjustable in the horizon-
tal position and permits the turntable to be 
pulled away from the rolls to allow longer 
lumber to be fed onto the turntable. 
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